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DIAGRAM NOT TO SCALE

Upper Kula Pipeline

16543000
Q50 = 1.3; 
Q70 = 0.76; 
Q90 = 0.31
(Diverted flow)

16545000
Q50 = 13; Q70 = 7.5; Q90 = 3.7

(Minor upstream diversion)

16544000
Q50 = 1.7; Q70 = 1; Q90 = 0.62
(Diverted flow) 

16542000
Q50 = 0.77; Q70 = 0.62; Q90 = 0.31

(Undiverted flow) 

PMU
TFQ50 = 14; BFQ50 = 8.4; TFQ95 = 3.1; BFQ95 = 2.7
(Undiverted flow)
TFQ50 = 3; BFQ50 = 2; TFQ95 = 0.7; BFQ95 = 0.6
(Diverted flow)

Lower Kula Pipeline

PL
TFQ50 = 17; BFQ50 = 11; TFQ95 = 3.6; BFQ95 = 3.1
(Undiverted flow)
TFQ50 = 3; BFQ50 = 2.1; TFQ95 = 0.4; BFQ95 = 0.4
(Diverted flow)

PML
TFQ50 = 16; BFQ50 = 10; TFQ95 = 3.6; BFQ95 = 3.1
(Undiverted flow)
TFQ50 = 2; BFQ50 = 1.1; TFQ95 = 0.4; BFQ95 = 0.4
(Diverted flow)

LEGEND

USGS gaging station
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GW▲ = .06 cfs (.04 mgd)

GW▲ = .28 cfs (.18 mgd)

Loss = .08 cfs
(.05 mgd)

GW▲ = 4.3 cfs (2.8 mgd)

GW▲ = 4.1 cfs (2.7 mgd)

Hana Highway

NOTE: Statistics of gages at low flow and ungaged sites are estimated from regression 
equations.  Statistics of active and inactive gages are derived from historic data.


