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DIAGRAM NOT TO SCALE

Upper Kula Pipeline

16552600 - Dry
(Undiverted flow)

16552800
Q50 = 0.12; Q70 = 0.06; Q90 = 0.03

(Undiverted flow) 

16554000
Q50 = 2.2; Q70 = 1.2; Q90 = 0.62
(Diverted flow)

Lower Kula Pipeline

16555000
Q50 = 7.9; Q70 = 4.5; Q90 = 1.9
(Diverted flow) 

16557000
Q50 = 3.1; Q70 = 1.7; Q90 = 0.93

(Diverted flow) 

16556000
Q50 = 9.3; Q70 = 4.9; Q90 = 2.2
(Diverted flow)

16554500
Q50 = 1.4; Q70 = 0.93; Q90 = 0.46

(Diverted flow) 

WiMU
TFQ50 = 12; BFQ50 = 6.6; TFQ95 = 2.6; BFQ95 = 1.9
(Undiverted flow)
TFQ50 = 2.3; BFQ50 = 1.6; TFQ95 = 0.8; BFQ95 = 0.5
(Diverted flow)

Wahinepee Stream

WpL
TFQ50 = 2.4; BFQ50 = 1.8; TFQ95 = 1.1; 
BFQ95 = 1.1  (Undiverted flow)
TFQ50 = 1.1; BFQ50 = 0.9; TFQ95 = 0.6; 
BFQ95 = 0.6  (Diverted flow)

Hosmer Grove Spring

WiL
TFQ50 = 13; BFQ50 = 7; TFQ95 = 2.8; BFQ95 = 2
(Undiverted flow)
TFQ50 = 0.8; BFQ50 = 0.5; TFQ95 = 0.2; BFQ95 = 0
(Diverted flow)

Waikamoi Spring

Between Lower Kula and Wailoa,
GW▲ = 2 cfs (1.3 mgd).

GW▲ = 2 cfs (1.3 mgd)
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Hana Highway
WpM
TFQ50 = 1.3; BFQ50 = 0.9; TFQ95 = 0.5; 
BFQ95 = 0.5    (Minimal diversion)

WiML
TFQ50 = 13; BFQ50 = 6.7; TFQ95 = 2.8; BFQ95 = 1.9
(Undiverted flow)
TFQ50 = 0.4; BFQ50 = 0.2; TFQ95 = 0.2; BFQ95 = 0
(Diverted flow)

Spreckels

New Hamakua

Spreckels
(To Kolea Stream, Reservoir)

NOTE: Statistics of gages at low flow and ungaged sites are estimated from regression 
equations.  Statistics of active and inactive gages are derived from historic data.


